* Material: S45C

BN Screw Jack AVERTE
Support heavy weight

VSJ-70 70-95mm 38 0.5 | 1014-001
VSJ-150 100-150mm 50 1.2 | 1014-002
VSJ-250 140-230mm 53 2.3 | 1014-003
VSJ-500 280-375mm 73 4.6 | 1014-004

Screw Jack With Magnets

Cross type fixture gives best positioning.
b~ Heat treatment in parts contact face.
’"¢K‘-~ Built-in magnets designed, easy to clean chips.
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VSJM-110 | 85 110 40 45 11.5 | 0.79 | 1014-013
VSJM-165 | 110 | 165 45 50 1.5 | 1.37 | 1014-014

Screw Jack Sets

SUITABLE FOR IRREGULAR WORKPIECE.
RAPID SETTING & FIXED.

EXAMPLE:

6 PADS For different work piece shape

VSJ-1A 1014-030
VSJ-1A VSJ-2A VSJ-3A VSJ-2A 1014-031
o @25x@11x10mm Lok B
VSJ-4A 1014-033
VSJ-5A 1014-034
VSJ-6A 1014-035

VSJ-4A VSJ-5A VSJ-6A

VSJ-70x2 VSJ-1A, VSJ-2A, VSJ-3A

VSJ-A VSJ-150x2 VSJ-4A! VSIBA’ VSIBA 4.0 1014-020
VSJ-150x2 VSJ-1A, VSJ-2A, VSJ-3A

VsJ-B VSJ-250x2 VSJ-4A, VSIBA, VSIBA 7.5 1014-021
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